Youth Camp Hit List Priorities
Update 11-1-2004
Storage Building

The storage trailer has been cleaned out and needs to be relocated before storage building project begins.

Shoot grade and mark (stake) around main building and parking areas.
Level main building and parking area and use excess material to build up storage building location. Compact ground for storage building.
Form and pour appropriate size concrete pad for storage building.

Purchase and erect storage building. Quotes are on file for building size and height. 

Wire for electricity. 

Main Building

Hook up hood grease exhaust fan (fan needed and required)
Install vent screen to outside behind hot water tank (required) (50%)
Install sneeze guard over service counter (required). Brackets are on site.
Unplug kitchen floor drain

Check floor drain in craft room for blockage

Smooth and paint floors in main hall and craft room 

Pour ramp outside front kitchen access door to relieve tripping hazard

Install washer and dryer (need stacked washer/gas dryer)
Install hot water tank vent pipe in laundry room
Grade slope away from main building for water drainage (ongoing) 
Install donated flag pole in front of building

Purchase and install smoke alarms and fire extinguishers.

Generator Room

Install steel access door

Paint walls inside the generator room
Restrooms/Shower Room

Install shower dividers on both sides

Enclose area above shower room common wall

Install vent pipe off hot water tank in girls shower room

Permanently install water lines to toilets on both sides

Level and paint floor in girls shower room
Replace siding on restrooms/shower rooms.

Replace both shower room doors

Install guard rail on outer edge of walkway

Cabins

Rework shutters for easier opening, closing and securing

Install bird screen between eaves and walls (Eagle Scout project)
Repair/replace roofing as needed (2 cabins completed)
Seal cabins as needed. 

Purchase and install smoke alarms and fire extinguishers

Potable Water System

Replace plastic piping on tanks with common header and isolation valves. Galvanized pipe must be used above ground 
Creek Water Line

We need 3500’ of 1-1/2” or 2” poly pipe to replace the creek water line
Dam outlet pipe needs to be cleaned out and dam needs to be raised
Metal Building

Old metal building on lower end of camp needs to torn down and material removed to relieve a safety hazard

Fence

Fence along front of property needs be finished. (1 wire and staves)
Camp – General

Underbrush, vines, dead leaves, pine needles and new undergrowth needs to be removed to relieve fire hazards

Some trees need to be thinned and others trimmed back. Wood needs to be stacked on site for campfires
Open camp areas need to be leveled for parking and drainage from rain water needs to be addressed

A retaining wall needs to be installed between the main building and restrooms to stop dirt from filling in around the main building.

